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E&OE All colours approximate. 

For more information email info@monitoraudio.com
Additional technical details on the Bronze Series are available at monitoraudio.com

Manufactured under license from Dolby Laboratories.
Dolby, Dolby Atmos, and the double-D symbol are trademarks of Dolby Laboratories.

Bronze Series Specifications Bronze W10 Subwoofer Specifications

Model Bronze 50 Bronze 100 Bronze 200 Bronze 500 Bronze C150 Bronze FX Bronze AMS
Dolby Atmos® 
Enabled Speaker

System Format 2-way 2-way 2.5-way 2.5-way 2-way 2-way 2-way

Frequency response 
(-6dB) 
Free field
In room

62 Hz – 25 kHz
40 Hz – 30 kHz

52 Hz – 25 kHz
37 Hz – 30 kHz

45 Hz – 25 kHz
35 Hz – 30 kHz

41 Hz – 25 kHz
32 Hz – 30 kHz

83 Hz – 25 kHz
66 Hz – 30 kHz

88 Hz – 25 kHz
74 Hz – 30 kHz

120 Hz – 25 kHz
105 Hz – 30 kHz

Sensitivity (2.83v @ 1m) 85 dB 87 dB 88 dB 90 dB 88 dB 86 dB 86 dB

Nominal impedance 8 Ohms 8 Ohms 8 Ohms 8 Ohms 8 Ohms 8 Ohms 8 Ohms

Minimum Impedance 4.4 Ohms 4.5 Ohms 4.4 Ohms 4.1 Ohms 4.3 Ohms 4 Ohms 4 Ohms

Maximum SPL 107 dBA (pair) 110 dBA (pair) 112 dBA (pair) 116 dBA (pair) 109 dBA (each) 108 dBA (pair) 107 dBA (pair)

Power Handling (RMS) 80 W 100 W 120 W 200 W 120 W 80 W 60 W

Recommended 
Amplifier Requirements

20 – 80 W 30 – 100 W 40 – 120 W 60 – 200 W 30 – 120 W 20 – 80 W 10 – 60  W

Bass Alignment Bass reflex
HiVe II port 
system

Bass reflex
HiVe II port 
system

Bass reflex
Dual HiVe II 
port system

Bass reflex
Dual HiVe II 
port system

Sealed cabinet Sealed cabinet Sealed cabinet

Crossover Frequency 2,5 kHz 2,2 kHz 700 Hz
2,4 kHz

550 Hz
2,7 kHz

2,7 kHz 2,8 kHz 2,5 kHz

Drive Unit Complement 1 x 51/2” 
C-CAM mid-
bass driver
1 x 25 mm 
C-CAM Gold 
Dome tweeter 
with UD 
Waveguide

1 x 8”  
C-CAM mid-
bass driver
1 x 25 mm 
C-CAM Gold 
Dome tweeter 
with UD 
Waveguide

2 x 51/2” 
C-CAM mid-
bass driver
1 x 25 mm 
C-CAM Gold 
Dome tweeter 
with UD 
Waveguide

2 x 8”  
C-CAM mid-
bass driver
1 x 25 mm 
C-CAM Gold 
Dome tweeter 
with UD 
Waveguide

2 x 51/2” 
C-CAM mid-
bass driver
1 x 25 mm 
C-CAM Gold 
Dome tweeter 
with UD 
Waveguide

1 x 51/2” 
C-CAM mid-
bass driver
2 x 25 mm 
C-CAM Gold 
Dome tweeter 
with UD 
Waveguide

1 x 4”  
C-CAM mid-
bass driver
1 x 25 mm 
C-CAM Gold 
Dome tweeter 
with optimised 
Waveguide*

External Dimensions 
including Grille and 
Terminals (H x W x D)

281 x 166 x 
265 mm
111/16 x 69/16 x 
107/16”

376 x 231 x 
325 mm
1413/16 x 91/8 x 
1213/16”

886 x 166 x 
265 mm
347/8 x 69/16 x 
107/16”

951 x 231 x 
325 mm
377/16 x 91/8 x 
1213/16”

166 x 451 x 
225 mm
69/16 x 173/4 x  
88/16”

287 x 284 x 
124 mm
115/16 x 113/16 
x 47/8”

152 x 166 x  
242 mm
6 x 69/16 x  
91/2”

External Dimensions 
including Outrigger 
Feet and Spikes  
(H x W x D)

N/A N/A 909 x 229 x 
304 mm
3513/16 x 9 x 
1115/16” 

974 x 294 x 
364 mm
383/8 x 119/16 x 
145/16”

N/A N/A N/A

Weight (Each) 5.0 kg
11 lb

7.8 kg
17 lb 3 oz

12.8 kg
28 lb 4 oz

18.0 kg
39 lb 11 oz

7.0 kg
15 lb 7 oz

3.9 kg
8 lb 10 oz 

2.5 kg
5 lb 8 oz

Finishes Black, White, Walnut, Urban Grey Black, White Black, White

* Waveguide optimised to comply with Dolby Atmos® directivity targets

Model Bronze W10 Subwoofer
System Format Long-throw 10” driver featuring ‘dished’ C-CAM cone. 10” flat panel ABR (Auxiliary Bass Radiator). 

18 mm MDF internally braced construction

Lower Frequency Limit -3 dB @ 33 Hz / -10 dB @ 28 Hz (Free Field) 
Default preset: Music, -3 dB @ 29 Hz / -10 dB @ 25 Hz (In room)

Upper Frequency Limit -6 dB @ 150 Hz

Drive Unit Complement 1 x 250 mm (10”) C-CAM subwoofer driver featuring a 2” long throw voice coil

Linear Driver Excursion 17 mm peak to peak

Amplifier Output 220 W

Amplifier Classification Class D with high current Switch mode power supply (SMPSU)

Phase Control 0 Degrees & 180 Degree pure Invert

Low Pass Filter Alignment 4th order (24 dB/Octave), from 50 Hz to 120 Hz

Equalisation DSP 3 pre-set modes: Music, Movie, Impact

Auto Sensing Line Level >3mV. Auto Standby feature after 20 mins

Audio Inputs LFE unbalanced input RCA
Stereo unbalanced inputs RCA

Input Impedance 20 kOhms input impedance

12 V Trigger 3.5 mm mono mini-jack. 6 V threshold

Electrical Certifications CE / CB / ETL / Fcc / CCC / ErP (Energy saving compliant)

Mains Input Voltage 110 – 120 VAC ~60Hz / 220 – 240 VAC ~50/60 Hz (Manually selected)

Power Consumption Maximum 300 W, Standby <0.5 W (ErP compliance)

Fuse Type 20 mm T4AL 250 VAC

External Dimensions including Amp, 
Drivers & Terminals (H x W x D)

321 x 321 x 364 mm
125/8 x 125/8 x 145/16“

External Dimensions including Amp, 
Drivers, Terminals & Feet (H x W x D)

366.5 x 321 x 364 mm
147/16 x 125/8 x 145/16“

Weight (Unpacked) 13.4 kg / 29 lb 9 oz

Finishes Black, White, Walnut, Urban Grey


