
STUDIO7 SERIES

S7-27F S7-25F S7-17B S7-15B

Floorstanding speakers
(pair)

Floorstanding speakers
(pair)

Bookshelf speakers
(pair)

Bookshelf speakers 
Surround speakers (pair)

DESIGN 2-Way bass reflex 2-Way bass reflex 2-Way bass reflex 2-Way bass reflex

HF
1’’/2.54 cm  

Vented tweeter  
with a fabric dome

1’’/2.54 cm  
Vented tweeter  

with a fabric dome

1’’/2.54 cm  
Vented tweeter  

with a fabric dome

1’’/2.54 cm  
Vented tweeter  

with a fabric dome

LF
Dual 6.69’’ / 17 cm 

woofers - Embossed paper 
cone with thor’s hammer 

Dual 5.5’’ / 14 cm 
woofers - Embossed paper 
cone with thor’s hammer 

Single 6.69’’ / 17 cm 
woofer -  Embossed paper 
cone with thor’s hammer 

Single 5.5’’ / 14 cm  
woofer - Embossed paper 
cone with thor’s hammer 

Sensitivity* 90 dB @ 2.83 V/1 m 90 dB @ 2.83 V/1 m 87.2 dB @ 2.83 V/1 m 86.3 dB @ 2.83 V/1 m

Frequency  
response (±3 dB) 67 Hz - 21 kHz 69 Hz - 21 kHz 64 Hz - 25 kHz 71 Hz - 22 kHz

Frequency range  
in bass section (-6 dB) 54 Hz - 28 kHz 52 Hz - 28 kHz 51 Hz - 30 kHz 54 Hz - 29 kHz

Crossover frequency 1 629 Hz 1 733 Hz 1 530 Hz 1 700 Hz

Impedance 4 ohms 4 ohms Ω 4 ohms 4 ohms Ω

Enclosure material Mdf Mdf Mdf Mdf

Enclosure type Bass reflex Bass reflex Bass reflex Bass reflex

Inputs Single binding posts Single binding posts Single binding posts Single binding posts 

Dimensions (unit) 
(H x W x D)

85.5 x 23 x 38  cm
33.6 x 9 x 15 inches

80.5 x 20 x 34 cm
31.7 x 7.9 x 13.4 inches

36.5 x 23 x 38 cm
14.4 x 9 x 15 inches

32 x 20 x 34 cm
12.6 x 7.9 x 13.4 inches

Product Weight (unit) 17.93 kg / 39.5 lbs 12.32 kg / 27.2 lbs 8.37 kg / 18.5 lbs 5.93 kg / 11 lbs

Finish Blue Fjord vinyl 
Grey Cloud vinyl

Blue Fjord vinyl 
Grey Cloud vinyl

Blue Fjord vinyl 
Grey Cloud vinyl

Blue Fjord vinyl 
Grey Cloud vinyl

Included accessories Metal spikes (8) 
Rubber feet (8)

Metal spikes (8) 
Rubber feet (8) Rubber feet (8) Rubber feet (8)

Optional - - - Wall mounting brackets

*SPL at 1m, half-space anechoic with 2.83 V input
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STUDIO7 SERIES

S7-25C S7-43C

Center channel Center channel

DESIGN 2-way bass reflex 2-way bass reflex

HF 1’’/2.54 cm  
Vented tweeter with a fabric dome

1’’/2.54 cm  
Vented tweeter with a fabric dome

LF Dual 5.5’’ / 14 cm woofers 
Embossed paper cone with Thor’s Hammer 

Quad 3.3’’  / 8.4 cm woofers 
Embossed paper cone with Thor’s Hammer 

Sensitivity* 90.2 dB @ 2.83 V/1 m 91.2 dB @ 2.83 V/1 m

Frequency  
response (±3 dB) 82 Hz - 21 kHz 123 Hz - 21 kHz

Frequency range  
in bass section (-6 dB) 70 Hz - 31 kHz 99 Hz - 30 kHz

Crossover frequency 1 562 Hz 1 770 Hz

Maximum output  
(peak sound pressure  
level at 1 m)

107.2 dB 108.2 dB

Impedance 4 ohms Ω 4 ohms Ω

Enclosure material Mdf Mdf

Enclosure type Bass reflex Bass reflex

Inputs Single Binding Posts Single binding posts 

Dimensions  
(H x W x D)

18 x 54 x 23 cm
7 x 21.3 x 9 inches

12.5 x 60 x 17.1 cm
4.9 x 23.6 x 6.3 inches

Product Weight 7.85 kg / 17.3 lbs 6.32 kg / 13.9 lbs

Finish Blue Fjord vinyl 
Grey Cloud vinyl

Blue Fjord vinyl 
Grey Cloud vinyl

*SPL at 1m, half-space anechoic with 2.83 V input


