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L A N D S C A P E  S A T E L L I T E

D E S I G N  +  P E R F O R M A N C E
The smooth l ines ,  sat in  painted f in ish ,  and u l t ra 

compact  des ign of  the JL-4  a l lows i t  to  b lend 

seamless ly  into even the most  luxur ious  of  outdoor 

l i v ing space,  whi le  the 4” long-throw a luminum 

dr iver  prov ides deta i led,  dynamic ,  ba lanced sound.

 

7 0 V  C O M PAT I B L E
T h e  J L - 4  l a n d s d c a p e  s a t e l l i t e s  a r e  e q u i p p e d 

w i t h  h i g h  q u a l i t y  2 5 W  7 0 V  t r a n s f o r m e r s , 

p r o v i d i n g  m a x i m u m  s y s t e m  f l e x i b i l i t y  f o r  a n y 

l i s t e n i n g  e n v i r o n m e n t  -  f r o m  s m a l l  r e s i d e n t i a l 

s y s t e m s  t o  m a s s i v e  c o m m e r c i a l  i n s t a l l s .

 

E A S Y  I N S TA L L AT I O N
In  addit ion to fu l l  70V compat ib i l i ty,  the JL-4 

landscape sate l l i te  prov ides complete ly  tool - f ree 

insta l lat ion,  for  fast ,  easy  insta l lat ion in  any space.

 

A L L  W E AT H E R  D U R A B I L I T Y
A  r u s t p r o o f  a l u m i n u m  g r i l l e  m a t e d  t o  a  U V-

r e s i s t a n t ,  g l a s s - f i l l e d  A B S  c a b i n e t  p r o v i d e s  t h e 

u t m o s t  i n  a l l - w e a t h e r  c a p a b i l i t y.  W i t h  a n  I P 4 5 

r a t i n g ,  t h e  J a m o  J L - 4  l a n d s c a p e  s a t e l l i t e  i s  l a b 

t e s t e d  a n d  c e r t i f i e d  t o  o f f e r  t h e  b e s t  i n  o u t d o o r 

a u d i o  y e a r  i n  a n d  y e a r  o u t .

O P T I M I Z E D  W I T H  J D A - 5 0 0
T h e  n e w  J a m o  J D A - 5 0 0  D S P  a m p l i f i e r  i s  t h e 

p e r f e c t  m a t c h  f o r  t h e  J a m o  L a n d s c a p e  s e r i e s  - 

w i t h  7 0 V  a n d  l o w  i m p e d e n c e  c o m p a t i b i l i t y  a n d 

o n e - c l i c k  J a m o  s p e a k e r  p r e s e t s  t o  o p t i m i z e  t h e 

a c o u s t i c  p e r f o r m a n c e  o f  y o u r  J a m o  s p e a k e r s 

-  n o  a m p l i f i e r  s o u n d s  b e t t e r  w i t h  t h e  J a m o 

L a n d s c a p e  s y s t e m .

SPECIFICATIONS
FREQUENCY RESPONSE 115Hz-20KHz

DRIVER 4” Long-Throw Aluminum 
Full-Range Driver

SENSITIVITY 85dB (2.83V @ 1m)

IMPEDENCE 70V

POWER HANDLING 50W

70V TRANFORMER 25W

ENCLOSURE MATERIAL Glass fiber-filled, 
UV Treated ABS

FINISH Satin Gun Metal

GRILLE MATERIAL Rust-proof Aluminum

DIMENSIONS 133mm H, 104mm W, 143mm D
5.24” H, 4.09” W, 5.63” D

WEIGHT 2.27 kg (5.0 lbs)

ACCESSORIES
(SOLD SEPARATELY)

JGS-10 Ground Stake (PN: 1063449)

JJB-3 Junction Box (PN: 1063450)

JDA-500 DSP Amplifier 

    (120V: 10634321, 230V: 10634322)


