CD Player
Pickup. oo 3-beam, semiconductor laser
Digital filter: : « s s s vwoissssmasss vmnns s voosss 8-times oversampling
Frequency response. .........ooovvviieeei.. 20Hz - 20 kHz, £2 dB
Total harmonic distortion...................... 0.02% or less (1 kHz)
Signal-to-noiseratio (S/N) .................... 87 dB or more (IHF-A)
ANAlOG OULDUL s s ivossssimmiss smmns s s s s aamsss s dwms 2.0V (RCA)
Cassette tape player
Tracksystem ... 4-track, 2-channel stereo
Heads « o s s s s smen s s siwas 35 samns 3.5 e Record/playback x 1, erase x 1
Typeoftape...........oooiiiiii . Cassette tape C-46/60/90
Tape SPeEd. ..o 4.76 cm/sec.
MOTOr ..o DC servo motor X 1
Pitch control; . vens s svmoss s oimmos s ommss sommnsss +10% (playback only)
Wow and flutter. ... 0.25% (W. RMS)
Frequency response (overall) ......... 50-12,000 Hz + 3 dB, chrome
50-12,000 Hz + 3 dB, normal
Signal-to-noise ratio (overall) .. ..... 59 dB (3% THD level, weighted)
Rewindingtime ....................... Approx. 120 sec. (with C-60)
Line input (RCA)....... 462 mV (input impedance of 50 kQ) or more)
Line output (RCA) ...... 462 mV (load impedance of 50 kQ or more)
USB
Interface ... USB 2.0 FULL SPEED
(12 Mbps)
Playback
Frequency response ................... 20 Hz - 20,000 Hz (+2 dB)
Signal-to-noise ratio ... 85 dB or more
Playbackbitrate ... 8-320 kbps
Recording
Frequency response
CD=>USB ..o 20 Hz - 15 kHz (+3 dB)
LINE=USB. ... 100 Hz — 15 kHz (3 dB)
Signal-te=NoiSe Fatio «:: « sumnss & wown s 5 s s 5 aomps s o4 85 dB or more
Record bitrate........oooiiiiiiii i 128 kbps
Microphone input
Mic input connector.................. 6.3mm mono (standard jack)
Nominal inputlevel ............................. 0.78 mV (—60 dBu)
Inputimpedance. .........cooviiiiiiiiiiiiiiiae 47 kQ or more
Power supply function ... None
General
Power requirement
Model for Europe ... AC 230V, 50 Hz
Model for USA/Canada ............cooviiie... AC 120V, 60 Hz
Model forKorea. ... AC 220V, 60 Hz
Power CoNSUMPTION. ...t 14 W

Dimensions (W x H x D)
435 X 145 % 288 mm (17 1/4" x 5 3/4"x 11 3/8")
(including protrusions)

Weight (Net)
Model for Europe/Korea .................ooii. 50kg (11 1/8 Ib)
Model for USA/Canada ...........cooviiiiiinn.. 4.8 kg (10 5/8 Ib)
Operating temperature. . .........cooveiieeiinaninn.. +5°Cto +35°C
Operating humidity .................. 5% to 85% (no condensation)
Storage temperature .......ooovieiiiiiiiieiaa —20°Cto +55°C

Included Accessories
Remote control (RC-1329) x 1
Batteries (AAA) for remote control x 2
RCA audio cables x 2
Owner’s manual (this document) X 1
Quick start guide for recording x 1

® Design and specifications are subject to change without notice.
® Weight and dimensions are approximate.

® |llustrations may differ slightly from production models.
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